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                     The V750 “Vacuum Only” System is specifically designed for Vacuum ONLY  

                   applications. The 750 Gallon spoil tank requires fewer trips to empty.  

                   Three stage cyclone filter system allows the Vacuuming of wet or dry  

                   non-hazardous   materials.          

                          

 

 

750 GALLON VACUUM 

SYSTEM 



 

 

FEATURES: 
 Three stage filtration system offers 

maximum protection 
 Less expensive and easier to clean  

final filter 
 Cyclone Separator for increased  

capability of dry material 
 Electronic in tank full shut down,  
 plus mechanical ball float 

 

Specifications: 
Engine:                                     24HP (17.9kW) Honda Gas 
Blower:                                    575 CFM (16.3 cu. m/Min) Lobe type with dual splash oil lubrication 
Filtration:                                3-Stage with Cyclone Separator and 2 micron poly filter 
Fuel Tank:                               14 Gallon (53L) 
Gauges:                                   Fuel Level, Hour Meter, Vacuum Gauge 
Controls:                                 Electric start, Manual Throttle, and Full Spoil Tank Override 
Spoil Tank:                              750 Gallon (2838 L) 
Door Type:                              Full Open (Hydraulic door option) 
Tank Lift Type:                        Dual Hydraulic Cylinders 
Maximum Vacuum:               15” Hg (381 mm/Hg)      
Full Tank Shut Off:                 Electronic Float and mechanical ball float 
Vacuum Hose:                        20’ of 3” (2) 10’ Sections (6096m) (76mm) (3.048 m) 
Trailer GVW:                           12,000 lbs. (5443 Kg) 
Trailer Unit Empty Weight:  4520 lbs. (2050Kg) 
Trailer Axles:                           (2) 6,000 lb. (2721 Kg) tandem with electric brakes on both axles 
Trailer Unit:                            195” (L) x 91” (W) x 90” (H) (4953mm x 2286mm x 2413mm) 
Skid Empty Weight:               2880 lbs. (1306Kg) 
Skid Dimensions:                   154” (L) x 80” (W) x 71” (H) (3912mm x 2032mm x 1803mm) 
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